Questionnaire KTR-N 23204 EN
- . heet: 1of2
KTR-Group Selection of OAC and OPC S ee . 0
Edition: 2
Company:
Address:
Phone: Fax:
Name: Department:
E-mail: Date:
1. Data of OAC (oil/air cooler)
DC current: AC current:
[] 12v [] 1x 230V (only OAC 100/0AC200)
[] 24V [] 230/400V 50Hz
[] 24V eco [] 400/690V 50Hz (from OAC2000)
[ ] Special: Volt: Hz
Hydraulic:
OAC200 to OAC700 OAC800 to OAC2000
[] 6ccm [] 11 ccm
[] 8ccm [] 14 ccm
[] 11 ccm [] 19ccm
[] Special: ccm

2. Data of OPC (cooling-pump-unit)
AC current:
[] 230/400V 50Hz [ ] Special:
Pump:
OPC200 to OPC300 OPC400 OPC500 to OPC600
[] 5,5 /min [] 5,5 /min [] 21,5 /min
[] 16,7 I/min [] 16,7 I/min [] 33,4 I/min
[] 21,4 I/min [ ] 21,4 /min [] 42,7 l/min

[] 42,7 I/min [] 53,5 I/min
3. Other types
ATEX: [] Gas [] Dust
Marine design: ] Yes [] No
Bypass: [ ] Pressure [ ] Thermal/pressure
Filter (only OPC) ] Yes [] No
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KTR-N 23204 EN

KTR-Group Selection of OAC and OPC Sh'e'et:. 20f2
Edition: 2
4. Specifications
Max. ambient temperature; AC
Min. ambient temperature: AC
Oil inlet temperature: AC
Cooling capacity specified: kw
Or oil outlet temperature specified: AC
Oil volume: I/min
Viscosity: ISO VG
Volume of tank/container: I
Height of installation: [] upto500m [] higher m

Other:

5. Documentations and specifications by OM

[1 Material test certificate:
[] Initial sample test report:
[] Other:

6. Remark
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	undefined: 
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	3: 
	Department: 
	Date: 
	1x 230V only OAC 100OAC200: Off
	230400V 50Hz: Off
	400690V 50Hz from OAC2000: Off
	Special: Off
	Volt: 
	Hz: 
	6 ccm: Off
	8 ccm: Off
	11 ccm: Off
	11 ccm_2: Off
	14 ccm: Off
	19 ccm: Off
	Special_2: Off
	undefined_2: 
	230400V 50Hz_2: Off
	Special_3: Off
	undefined_3: 
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	167 lmin: Off
	214 lmin: Off
	55 lmin_2: Off
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	334 lmin: Off
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	535 lmin: Off
	Gas: Off
	Yes: Off
	Pressure: Off
	Yes_2: Off
	Dust: Off
	No: Off
	Thermalpressure: Off
	No_2: Off
	C: 
	C_2: 
	C_3: 
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	lmin: 
	up to 500 m: Off
	higher: Off
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	110: 
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